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1
ANIMAL INCONTINENCE DEVICE

CROSS-REFERENCE TO RELATED
APPLICATIONS

This application is a continuation of U.S. patent applica-
tion Ser. No. 10/545,713, filed Aug. 12, 2005, which in turn is
a National Stage of International Application No. PCT/US05/
24078, filed Jul. 7, 2005, which in turn claims the benefit of
U.S. provisional patent application Ser. No. 60/638,462, filed
Dec. 22, 2004.

FIELD OF THE INVENTION

The present invention relates generally to an animal incon-
tinence device. More particularly, the invention is directed to
a multi-layered floor pad useful for absorbing animal urine.

BACKGROUND OF THE INVENTION

Devices for dealing with animal incontinence are known in
the art. Such devices generally contain an absorbent layer of
fibers or cellulose pulp. These devices are ineffective for
absorbing and immobilizing animal urine, so that it is not
squeezed out of the device and tracked by the animal over the
floor.

It would be desirable to prepare an improved animal incon-
tinence device that would absorb, contain, and immobilize the
animal’s urine.

SUMMARY OF THE INVENTION

Accordant with the present invention, an animal inconti-
nence device, that immobilizes the animal’s urine, has sur-
prisingly been discovered. It comprises a base layer of a
liquid-impervious polymer film, an intermediate absorbent
layer comprising superabsorbent polymer (SAP) particles
intermediate a plurality of layers of tissue, and a top layer
comprising a porous, hydrophilic, woven or non-woven poly-
mer fiber mat. At least the base and top layers are sealed
together at their edges, to encapsulate the intermediate layer
containing the SAP.

The animal incontinence device according to the present
invention is particularly useful for absorbing the urine of an
incontinent animal, to keep the surrounding premises free
from tracked urine.

DETAILED DESCRIPTION OF THE PREFERRED
EMBODIMENT

The present invention comprises a base layer of a liquid-
impervious polymer film, an intermediate absorbent layer
comprising superabsorbent polymer (SAP) particles interme-
diate a plurality of layers of tissue, and a top layer comprising
a porous, hydrophilic, woven or non-woven polymer fiber
mat. Atleast the base and top layers are sealed together at their
edges, to encapsulate the intermediate layer containing the
SAP.

The base layer may comprise any liquid-impervious poly-
mer film. Polymers from which the base layer may be pre-
pared include, but are not necessarily limited to, a polyethyl-
ene, polypropylene, polystyrene, polyacrylate,
polymethacrylate, polyvinyl chloride, polyacrylonitrile,
polyvinyl acetate, polyvinyl alcohol, polyolefin, polyester,
polycarbonate, polyether, polyamide, and the like, as well as
derivatives, blends, and copolymers thereof. Preferred base
layers comprise a polyethylene or a polypropylene. A particu-
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2

larly preferred polyethylene or polypropylene base layer has
a thickness ranging from about 0.6 to about 1.0 mil. Such
polymer films are well known and commercially available.

The intermediate layer, according to the present invention,
comprises superabsorbent polymer (SAP) particles interme-
diate a plurality of layers of tissue. Superabsorbent polymers
are cross-linked networks of flexible polymer chains. The
most efficient water absorbers are polymer networks that
carry dissociated ionic functional groups. SAP’s work by
diffusion on the molecular level. Water diffuses into the par-
ticles of superabsorbent polymer, and SAP particles swell to
accommodate the additional water molecules. Because the
polymer molecules are cross-linked, they do not dissolve in
the absorbed liquid. The SAP particles are placed intermedi-
ate a plurality of layers of tissue. Any number of layers of
tissue equal to or greater than two and up to about ten is
operable according to the present invention. Preferably, the
SAP particles are bonded between two layers of single-ply
cellulosic tissue. The SAP particles may be bonded and
secured to the tissue plies by the application of heat, pressure,
and/or a bonding agent (e.g., a polyolefin powder adhesive, a
hot melt adhesive, a water based or non-water based liquid
adhesive, or the like).

Preferably, the intermediate layer has a dry core with excel-
lent SAP particle distribution and uniformity, with a high
SAP-to-total-intermediate-layer weight ratio of from about
forty percent (40%) to about fifty percent (50%). A preferred
intermediate layer containing superabsorbent polymer may
be obtained from Gelok International Corporation of Dun-
bridge, Ohio. A particularly preferred intermediate layer may
be obtained from Gelok under the product designation “2040
SS”

The top layer, according to the present invention, com-
prises a porous, hydrophilic, woven or non-woven polymer
fiber mat. The top layer may comprise any monolithic, flex-
ible, porous material including, but not necessarily limited to,
anon-woven or woven textile cloth or mat, a sponge material,
or the like. A preferred non-woven substrate generally com-
prises an adhesively bonded fibrous or filamentous material
having a web or carded fiber structure, or a mat in which the
fibers are distributed either in a random fashion or in a sub-
stantially aligned manner. The fibers or filaments generally
comprise natural materials, e.g., fibers or filaments of syn-
thetic materials, e.g., polyolefins, polyesters, rayon, cellulose
esters, polyvinyl derivatives, polyamides, and the like, as well
as combinations thereof. The thickness of the top layer may
vary over wide limits. A particularly preferred top layer com-
prises a porous, hydrophilic, spun bonded polypropylene,
having a weight from about 12 to about 13.5 gsm. Such top
layer materials are well known in the industry, and are com-
mercially available.

At least the base and top layers are sealed together at their
peripheral edges, to encapsulate the intermediate layer con-
taining the SAP. The base and top layers may be heat sealed
together by, for example, the application of a heated and nip
rollers to the edges of the assembled multi-layered structure.
Alternatively, the top and base layers may be adhered at their
edges, by the application of a hot melt or other appropriate
adhesive intermediate the perimeters of the top and base
layers. Thus, the intermediate layer containing the SAP is
effectively encapsulated between the top and base layers.

In an alternative embodiment, the base layer may be larger
in area than the top layer, so that the base layer may be folded
up and over the distal edges of the top layer before sealing the
assemblage. This may improve the fluid retention of the
inventive device.
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It is observed that the animal incontinence device accord-
ing to the present invention, utilizing the intermediate layer
containing the superabsorbent polymer, has a thickness equal
to about one-third of the prior art product. This is an important
feature when contemplating shipping, storage, and use of the
device.

The animal incontinence device according to the present
invention may additionally comprise adjuvants for enhanced
performance; such as for example, fragrances or neutralizers
like sodium bicarbonate. These materials may be applied to
any of the layers of the device, or may be added neat to the
assemblage before the top and base layers are sealed.

The invention is more easily comprehended by referenceto
specific embodiments recited hereinabove, which are repre-
sentative of the invention. It must be understood, however,
that the specific embodiments are provided only for the pur-
pose of illustration, and that the invention may be practiced
otherwise than as specifically illustrated without departing
from its spirit and scope.

What is claimed is:

1. An animal incontinence device, comprising:

a base layer of a liquid-impervious polymer film;

an intermediate absorbent layer consisting of superabsor-

bent polymer particles, an adhesive, and at least one
adjuvant disposed intermediate two layers of single-ply
cellulosic tissue; and

a top layer comprising a porous, hydrophilic, non-woven

spun bonded polymer fiber mat;

wherein the base and top layers are sealed together with an

adhesive and encapsulate the intermediate absorbent
layer with the superabsorbent polymer particles, the
base layer larger in area than the top layer so that at least
one of the peripheral edges of the base layer is folded up
and over the peripheral edges of the top layer, the adhe-
sive disposed intermediate the perimeters of the top and
base layers to seal the base and top layers directly
together at their peripheral edges.

2. The animal incontinence device according to claim 1,
wherein the base layer comprises polyethylene, polypropy-
lene, polystyrene, polyacrylate, polymethacrylate, polyvinyl
chloride, polyacrylonitrile, polyvinyl acetate, polyvinyl alco-
hol, polyolefin, polyester, polycarbonate, polyether, polya-
mide, or a derivative, blend, or copolymer thereof.

3. The animal incontinence device according to claim 1,
wherein the base layer comprises polyethylene or a polypro-
pylene.

4. The animal incontinence device according to claim 1,
wherein the base layer has a thickness ranging from about 0.6
to about 1.0 mil.
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5. The animal incontinence device according to claim 1,
wherein the intermediate layer comprises from two to ten
layers of tissue.

6. The animal incontinence device according to claim 1,
wherein the intermediate layer comprises from about 40 to
about 50 weight percent superabsorbent particles.

7. The animal incontinence device according to claim 1,
wherein the top layer fibers comprise polyolefin, polyester,
rayon, cellulose ester, a polyvinyl derivative, polyamide, or a
combination thereof.

8. The animal incontinence device according to claim 1,
wherein the top layer comprises a porous, hydrophilic, spun
bonded polypropylene, having a weight from about 12 to
about 13.5 gsm.

9. The animal incontinence device according to claim 1,
wherein the at least one adjuvant includes a fragrance and a
neutralizer.

10. An absorbent device, comprising:

a base layer;

an intermediate absorbent layer consisting of superabsor-

bent polymer particles, an adhesive, and at least one
adjuvant disposed intermediate two layers of single-ply
cellulosic tissue; and

a top layer comprising a porous, hydrophilic, non-woven

spun bonded polymer fiber mat,

wherein the base and top layers are sealed directly together

with an adhesive and encapsulate the intermediate
absorbent layer with the superabsorbent polymer par-
ticles.

11. The absorbent device according to claim 10, wherein
the top layer comprises a porous, hydrophilic, spun bonded
polypropylene, having a weight from about 12 to about 13.5
gsm.

12. An absorbent device, comprising:

a base layer;

an intermediate absorbent layer consisting of superabsor-

bent polymer particles and at least one adjuvant disposed
intermediate two layers of single-ply cellulosic tissue;
and

a top layer comprising a porous, hydrophilic, non-woven

spun bonded polymer fiber mat,

wherein the base and top layers are sealed directly together

with an adhesive and

encapsulate the intermediate absorbent layer with the
superabsorbent polymer particles.
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